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Inspection Summary
Homeward Bound Home Inspection

1-800-228-8865

Safety Concern
GROUNDS
Steps

The wood steps a the front porch are inconstant.  They should be replaced or
corrected for safety.

GARAGE
Garage Electrical System

One missing switch plate and several receptacle cover plates were noted.  They should be replaced for safety.
ELECTRIC
Main Electrical Disconnect

Type of House Wire
Some homeowner added wiring noted.  All exposed romex should be in conduit. 
All junction boxes should be secured.

Record s12345678 - Sample Reprot,   123 Your New St, Your New Town, MI 48???

1Summary: Page of 16 Homeward Bound Home Inspection
Page 2 of 29



Safety Concern
PLUMBING
Gas Line.

There is a crimped off gas line in the basement.  The copper tube should be
removed to the valve and the valve properly capped for safety.

LAUNDRY
Dryer Vent

Plastic dryer vents are considered a fire hazard.  This plastic dryer vent should be replaced with a ridged metal vent
for safety.

BASEMENT
Basement Stairs

No hand rail noted.  Add a hand rail and a guard rail to the opened side for safety.

HALF BATH (1)
Bathroom Receptacles (1)

Add GFCI protection to all bathroom receptacles for safety.
BATHROOM (1)
Bathroom Receptacles (1)

Add GFCI protection to all bathroom receptacles for safety.
KITCHEN (1)
Kitchen (1) Electrical Receptacles

Add GFCI protection to all outlets with in six feet of the kitchen sink.
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Safety Concern
ATTIC
Insulation Type

The knee wall insulation is installed backwards.  The paper is to face the warm
side for fire safety.  It should be corrected.

INTERIOR
Smoke Detectors

A minimum of one smoke alarm on each level of the home is recommended.  Some municipalities may require more.
Check with the local building department for requirements.  Be sure to have, at least one smoke alarm on each level.
Replace all the existing alarms with updated units and add a carbon monoxide alarm in the living room and master
bedroom.

Stairways
Add a hand rail to the upstairs stairway for safety.
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Major Defect
EXTERIOR
Basement Windows

There are several cracked basement windows and deteriorated sills. 
Replacement is needed.  Consider glass block.  Anticipate expensive repair costs.

GROUNDS
Driveway

The driveway has cracked and settled towards the house.  Some slab
replacement is needed.  Anticipate expensive repair costs.
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Major Defect
ROOF
Roof Covering (Area 2)

The metal awning over the front porch is torn.  Repair, or replacement is needed. 
Anticipate expensive costs to replace it.

COOLING (1)
System Coils and Fins (1)

There is significant damage to the fins on the a/c unit.  This will affect the
efficiency of the unit.  Replacement should be considered.
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Major Defect
GARAGE
Garage Exterior Walls

Proper prep and paint is needed (expensive to hire).

Garage Fascia\Soffit\Trim
Proper prep and paint is needed (expensive to hire).

Overhead Doors
Extensive rust  noted at base.  Replacement should be consider .

ELECTRIC
Main Panel Rateing

A 60 amp system is not considered enough for today's needs.  This system should be evaluated by a licensed
electrician, who can advise you of needed upgrades.

PLUMBING
Interior Visible Water Pipes

Galvanized steel water supply lines have a normal life of 40 to 50 years.  Due to the advanced age of this plumbing
supply system you should anticipate a need to re-plumb in the near future.
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